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particular a power storage module. A reservoir for accommo-
dating the condensate is formed in or on the floor of the
housing. The reservoir forms the lowest point of the floor in a
predefined installation situation of the housing. The reservoir
is separated from the interior of the housing by a cover, which
is provided with at least one breakthrough as an inlet for the

condensate, accumulating in the interior. An outlet opening of
the reservoir is coupled to an actively actuable element for
discharging the condensate.
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1
DEVICE FOR DISCHARGING CONDENSATE
FOR A HOUSING OF A MOTOR VEHICLE
CLOSED OFF FROM THE ENVIRONMENT,
HOUSING, AND MOTOR VEHICLE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of PCT International
Application No. PCT/EP2011/054217, filed Mar. 21, 2011,
which claims priority under 35 U.S.C. §119 from German
Patent Application No. DE 102010 003 257.3, filed Mar. 25,
2010.

BACKGROUND AND SUMMARY OF THE
INVENTION

The invention relates to a device for discharging a conden-
sate for a housing of a motor vehicle that is sealed oft from the
environment, wherein this housing is provided for accommo-
dating a technical component, in particular a power storage
module (such as battery cells or capacitors). Furthermore, the
invention relates to a housing for a power storage module as
well as to a motor vehicle comprising a device for supplying
the power.

Housings, which are provided for accommodating a tech-
nical component, such as a power storage module for a
vehicle, have to fulfill a number of requirements, in order to
meet the changing operating conditions of a vehicle. Such a
housing serves the purpose of protecting the power storage
module against environmental influences, such as water and
dirt. Typically, the heat that is generated when the power
storage module is operating is dissipated from the interior of
the housing by means of a cooler, or more specifically, a
coolant evaporator. Therefore, the moisture, which penetrates
into the interior of the housing due to the air exchange, can
condense in the interior of the housing because of the refrig-
erant cooling. This condensate typically collects on the floor
of the housing, from which it has to be drained. At the same
time it has to be ensured that the transversal and longitudinal
vehicle acceleration that takes place when the vehicle is run-
ning does not prevent a reliable discharge of the condensate.
Furthermore, the approach for discharging the condensate
must also take into consideration that the condensate dis-
charge does not allow impurities and water to penetrate into
the housing, a state that would impair the function of the
power storage modules.

The use of float valves are known from the prior art in order
to achieve a condensate discharge. These valves hold open an
outlet cross section on the floor of the power storage in order
to allow the condensate to drain continuously. The float valve
closes the cross section, when the water tries to penetrate into
the interior of the housing from the bottom. However, such a
float valve for discharging the condensate on the floor area of
the housing is sensitive to fouling, so that, on the one hand, the
condensate discharge can be degraded, and, on the other hand,
the penetration of water into the housing can be facilitated.
The latter can become a problem, in particular under so-called
fording conditions, because a dirty float valve can no longer
reliably close the opening of the valve. Therefore, the object
of the present invention is to propose a solution that can
provide for the condensate to be discharged in a more reliable
way from a housing of a motor vehicle that is sealed oft from
the environment. An additional object of the present invention
is to provide a housing that makes it possible to implement the
condensate discharge with a design that is simple and cost
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effective. Another object of the present invention consists of
providing a motor vehicle exhibiting an improved condensate
discharge.

These objects are achieved with a device for discharging a
condensate in the form of a condensate trap for a housing of
a motor vehicle that is sealed off from the environment,
wherein the housing is provided for accommodating a tech-
nical component, in particular a power storage module. The
device according to the invention has a reservoir for accom-
modating the condensate formed in or on the floor of the
housing, and this reservoir forms the lowest point of the floor
in a predefined installation situation of the housing. In this
context the reservoir is separated from the interior of the
housing by a cover, which is provided with at least one break-
through as an inlet for the condensate accumulating in the
interior, and wherein an outlet opening of the reservoir is
coupled to an actively actuable element for discharging a
condensate.

The inventive condensate discharge by use of a condensate
trap allows an implementation with small dimensions. In
particular, it is possible to realize housings with a low profile
and large installation area. The cover of the reservoir ensures
that even transversal and/or longitudinal vehicle acceleration
will not cause the condensate, contained in the reservoir of'the
condensate trap, to run back into the interior of the housing.
The actively actuable element for discharging a condensate
ensures that the reservoir is closed, except for those periods of
time, when the element is actively actuated. Thus, the pen-
etration of water into the interior of the housing, for example,
in the course of cleaning a vehicle with a high pressure
cleaner, through the outlet opening of the reservoir is ruled
out. In addition and beyond this feature, damage to the con-
densate discharge system, for example, by way of a high
pressure cleaner, is virtually ruled out. The actively actuable
element makes it possible to control the discharge of the
condensate, as required. For example, the condensate is dis-
charged, only if such a discharge is necessary, for example,
because a certain amount of condensate has collected in the
interior of the reservoir. As a result, this feature also offers a
number of diagnostic possibilities.

A practical embodiment provides that the reservoir extends
over the entire width of the floor. Thus, it is guaranteed that
any condensate falling on the floor of the housing will flow
sooner or later into the reservoir.

In particular, it is provided that in the predefined installa-
tion situation of the housing in a vehicle, the direction of
extension of the reservoir extends transversely to a longitu-
dinal axis of the vehicle. As a result, the longitudinal dynam-
ics of the vehicle can be used to force the condensate, accu-
mulating on the floor of the interior of the housing, in the
direction of the reservoir.

A practical embodiment provides that in the predefined
installation situation of the housing the reservoir is arranged
in relation to the longitudinal axis of the vehicle in the rear
third, in particular on the rear end. This feature allows, in
particular, the acceleration phases of a vehicle to be utilized to
drive the condensate in the direction of the reservoir. In prin-
ciple, the reservoir could also be arranged in the front third, in
particular, on the front end, of the floor of the housing, in order
to achieve a “transport” of the condensate in the direction of
the reservoir in the braking phases. However, tests have dem-
onstrated that the former variant is the preferred option.

The reservoir is especially easy to manufacture in or on the
floor of the housing, when the reservoir is formed by an
embossing of the floor. The only requirement for manufac-
turing the reservoir is a modified embossing die. Thus, the
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costs incurred to provide the condensate trap are minimal,
compared to the costs for a conventional housing.

As an alternative, the reservoir is formed by the position of
the floor relative to an area that lies in the horizontal plane.
According to this embodiment, the reservoir is provided just
by means of the relative arrangement of the housing in the
vehicle.

According to an additional practical embodiment, the at
least one breakthrough has a collar, so that the opening cross
section of the breakthrough that faces the interior of the
housing is larger than the opening cross section of the break-
through that faces the reservoir. The result of this arrangement
is that the condensate, which may be found in the reservoir,
can be easily prevented from flowing back into the interior of
the housing, or this backflow can at least be minimized.

An additional practical embodiment provides that the
actively actuable element closes the outlet opening of the
reservoir, when the actively actuable element is not activated.
This feature makes it possible to arrange the outlet opening of
the reservoir below a fording line of a motor vehicle, because
even under fording conditions the water is prevented from
penetrating into the interior of the housing.

In another advantageous variant the actively actuable ele-
ment is activated at predefined time intervals for discharging
the condensate in the reservoir. As a result, it is possible to
control the discharge of the condensate, as required. The
activation of the actively actuable element can take place, for
example, once a day, once a week or once a month. In general,
the activation can take place as a function of the necessity to
discharge the condensate, and this necessity can also be deter-
mined by use of sensor technology.

In a first variant, the actively actuable element is a pump
with an inlet that is connected to the outlet opening of the
reservoir. An outlet of the pump is located preferably above a
predefined fording line in the predefined installation situation
of the housing and the pump. This feature can prevent the
water from flowing back through the pump in the direction of
the interior of the housing without any additional design
measures. An especially simple and cost effective implemen-
tation of the actively actuable element as a pump can be
achieved, when the pump is a windshield wiper water pump.
This windshield wiper water pump can be provided as a
standardized component in a variety of sizes and designs.

In asecond variant, the actively actuable element is a valve,
which upon activation opens the outlet opening, which is
arranged at the bottom in the reservoir in the direction of
gravity, and, upon deactivation, closes the outlet opening. In
particular, the second variant provides that the valve can be
operated magnetically. In order to be able to solve the prob-
lem of sealing off the interior of the housing against the
environment, it is preferred that a valve tappet of the valve
rests against a seal, surrounding the outlet opening, when the
valve is deactivated.

It is self-evident that in the two variants of the actively
actuable element the outlet opening is arranged at the lowest
point of the reservoir in the respectively predefined installa-
tion situation, in order to be able to carry out the condensate
discharge in the event that the element is actuated.

Furthermore, the invention provides a housing for one or
more power storage modules, in particular, for a motor
vehicle, and this housing is distinguished by a condensate trap
of the type described above. The housing is, for example, a
power storage module housing for motor vehicles, which
have a hybrid drive or an electric drive. The housing accord-
ing to the invention has the same advantages as the housings
described in connection with the pressure compensation ele-
ment according to the invention.
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Furthermore, the invention provides a motor vehicle with a
device for supplying power. In this context a housing of the
device for supplying the power has a condensate trap of the
type described above. The motor vehicle is, in particular, a
motor vehicle that is provided with an electric drive or a
hybrid drive.

The invention is explained in detail below with reference to
an exemplary embodiment in the drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective, schematic drawing of a floor of a
housing that is equipped with an exemplary condensate trap
according to the invention and that is intended for a motor
vehicle, which is provided for accommodating a technical
component, such as a power storage module;

FIG. 2 is a schematic, perspective cross sectional drawing
of the exemplary condensate trap according to the invention;

FIG. 3 shows an actively actuable element, which is pro-
vided in a condensate trap according to the invention, and
which is intended for discharging the condensate, in a first
alternative embodiment; and

FIG. 4 shows an actively actuable element, which is pro-
vided in a condensate trap according to the invention and
which is intended for discharging the condensate, in a second
alternative embodiment.

DETAILED DESCRIPTION OF THE DRAWINGS

FIG. 1is aperspective view of an inventive arrangement for
discharging a condensate in the form of a condensate trap 1 in
a floor 11 of a housing 10 that is sealed off (not shown in the
Figure) from the environment of a motor vehicle. The housing
10 represents, for example, a power storage module housing
for accommodating one or more power storage modules of a
motor vehicle such as battery cells or capacitors. The power
storage module(s) is (are) used, for example, to provide an
electric drive function in a hybrid vehicle or in an electric
vehicle. The housing 10 or, more specifically, its floor 11 is
made preferably of a metal, in particular, aluminum. The
housing 10 is designed in such a way that the housing is
pressure tight up to a predefined pressure, for example,
caused by a degassing process of a power storage cell of one
of the power storage modules.

The condensate trap 1 has a reservoir 12 for accommodat-
ing the condensate, a feature that is easier to perceive from the
perspective cross sectional view in FIG. 2. The reservoir 12
can be provided, for example, by providing the floor 11 with
an embossing. In the given installation situation of the hous-
ing 10, in which the floor 11 is arranged (as shown in FIG. 1)
typically parallel to an x-y plane of a coordinate system of a
motor vehicle, the reservoir forms the lowest point of the floor
11. The size of the reservoir 12, in particular its depth, can be
dimensioned according to the amount of condensate that can
be expected inside the housing. In any case a housing 10 with
a low profile can be implemented through integration of the
condensate trap 1 according to the invention.

In the given installation situation the reservoir 12 extends
over the entire width of the floor 11, preferably in the direc-
tion of the transverse axis of the vehicle (that is, in the y
direction of the coordinate system shown in FIG. 1), in order
to facilitate the collection of the condensate. In order to
“force” the condensate, which may be found on the floor 11 of
the housing 10, in the direction of the reservoir 12, the lon-
gitudinal dynamics of the vehicle are used. Therefore, in the
given installation situation of the housing, the reservoir 12 is
arranged relative to the longitudinal axis x of the vehicle
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preferably in the rear third, in particular on the rear end.
However, the reservoir 12 could also be arranged, subject to
the use ofthe braking phases of the vehicle, transversely to the
longitudinal axis x of the vehicle in the front third, in particu-
lar on the front end of the floor 11.

The reservoir 12 is also arranged preferably on the rear
edge of the floor 11, because then the reservoir 12 comes to
rest below the manifold ducts of a cooler of the power storage
modules arranged in the housing. The result of this arrange-
ment is that under some circumstances the major portion of
the condensate, accumulating in the interior of the housing,
can flow directly into the reservoir without having to be
collected on the floor.

In order to prevent the condensate that has collected in the
reservoir 12 from flowing back into the interior of the power
storage module housing because of the driving dynamics of
the motor vehicle, the reservoir 12 is separated from the
interior 100 of the housing by a covering 13 in the form of a
cover. The cover 13 is provided with at least one breakthrough
14 as an inlet for the condensate present in the interior of the
housing. The cover 13 is made preferably of a synthetic
plastic material.

In the exemplary embodiment from FIGS. 1 and 2, the
breakthroughs 14 are configured in the form of oblong holes
and are arranged on the cover 13 along an axis that extends
parallel to the transverse axis y of the vehicle. Each of the
breakthroughs 14 has a collar 16, so that the opening cross
section of the breakthrough that faces the interior 100 of the
housing is larger than the opening cross section of the break-
through that faces the reservoir 12. Even though this arrange-
ment makes it easier for the condensate to seep into the
reservoir 12, the passage of the condensate in the reverse
direction, i.e. in the direction of the interior 100 of the hous-
ing, is rendered more difficult. This feature makes it possible
to prevent the condensate, which may be found in the reser-
voir 12, from flowing back into the interior 100 of the housing
or at least to minimize this backflow. This embodiment is
shown very clearly, in particular, in FIG. 2.

An outflow opening 17 of the reservoir 12 is coupled to an
actively actuable element 20 for discharging condensate. In
the given installation situation of the housing, the outflow
opening 17 of the reservoir 12 is arranged preferably at the
lowest point of the reservoir, so that it is ensured that the
reservoir can be emptied, when the element 20 is actuated.

The actively actuable element 20 is activated preferably at
predefined time intervals for discharging the condensate in
the reservoir. The activation can take place, for example, once
a day, once a week or once a month. Similarly, the volume of
condensate in the reservoir 12 can be determined by use of
sensors, in order to actuate the element 20 as a function of the
detection that a predefined volume has been exceeded.

FIGS. 3 and 4 show two exemplary embodiments of the
actively actuable element 20 for discharging the condensate
from the reservoir 12. Both variants ensure that the element
20 closes the outflow opening 17 of the reservoir, when the
element is not activated.

In the embodiment shown in FIG. 3, a windshield wiper
water pump 30 is provided as the pump, and this windshield
wiper water pump transports the condensate from the reser-
voir. An inlet 31 of the windshield wiper water pump 30 is
coupled to the outlet opening 17 of the reservoir 12, in order
to enable the intake of the condensate that may be found in the
reservoir. An outlet 32 of the windshield wiper water pump 30
is arranged in the direction of gravity above the inlet 31 and
preferably above a defined fording line of the motor vehicle.
This arrangement eliminates the need for special check valves
in the pump, in order to ensure that the water does not pen-
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6

etrate into the interior 100 of the housing, for example, under
fording conditions. The windshield wiper water pump can be
arranged, for example, on a housing wall 18 in the interior of
the housing 10. An arrangement outside the housing is also
contemplated.

In the exemplary embodiment shown in FIG. 4, the con-
densate discharge is performed by a valve 40. The valve 40 is
designed as a lift solenoid valve. A valve tappet 41 closes a
drill hole, which is arranged in the area of the outlet opening
17 and is provided with a seal 43 on the peripheral side, when
the valve 40 is not activated. In order to secure that the interior
of the housing is sealed off from the environment, the valve
tappet 41 rests against the seal 43 surrounding the outlet
opening 17, when the valve is deactivated. A magnet of the lift
solenoid valve 40 is marked with the reference numeral 42,
and when actuated, this magnet causes the valve tappet 41 to
detach itself from the seal 43, or more specifically from the
drill hole. When the valve is open, the condensate, which may
be found in the reservoir, can drain downwards owing to the
effect of gravity.

Even in the case of housings, in particular power storage
module housings, of a motor vehicle with a low profile and
large floor area, the above described condensate trap ensures
that the condensate will be collected and held at the discharge
position. The actively actuable elements 20, which effect the
condensate discharge, cannot be damaged by mechanical
influences, such as the water jet of a high pressure cleaner, so
that the function of the condensate discharge is guaranteed for
a long period of time.

The condensate discharge can be controlled, as required,
through the implementation of a sensor in the condensate
trap. In this case the condensate is discharged, only if it is
necessary. The provision of a sensor in the condensate trap
offers a multitude of diagnostic possibilities, in particular
with respect to the amount of condensate, accumulating in the
housing, as a function of the operating states and/or the driv-
ing states of the motor vehicle, in which the housing is pro-
vided.

LIST OF REFERENCE NUMERALS

1 condensate trap

10 housing

11 floor

12 reservoir

13 cover

14 breakthrough

16 collar

17 outlet opening

18 housing wall

20 actively actuable element
30 pump

31 inlet

32 outlet

40 valve

41 valve tappet

42 lift solenoid valve

43 seal

100 interior of the housing
200 environment

The invention claimed is:
1. A device for discharging condensate for a motor vehicle,
comprising:
a housing configured to accommodate therewithin a tech-
nical component of the motor vehicle, the housing being
sealed-off from an environment;
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a reservoir formed in or on a floor of the housing, the
technical component resting on the floor of the housing,
the reservoir being configured to form a lowest point of
the floor in a predefined installation situation of the
housing;

a cover separating the reservoir from an interior of the
housing, the cover having at least one breakthrough
forming an inlet for condensate accumulating in the
interior of the housing; and

an actively actuated element operatively configured to dis-
charge the condensate, the actively actuated element
being coupled to an outlet opening of the reservoir.

2. The device according to claim 1, wherein, in the pre-
defined installation situation of the housing, a longitudinal
axis of the reservoir extends transversely to a longitudinal
axis of the vehicle.

3. The device according to claim 2, wherein, in the pre-
defined installation situation of the housing, the reservoir is
arranged in a rear third of the vehicle relative to the longitu-
dinal axis.

4. The device according to claim 1, wherein the reservoir is
formed by an embossing of the floor.

5. The device according to claim 1, wherein the reservoir is
formed by a position of the floor relative to an area lying in a
horizontal plane.

6. The device according to claim 1, wherein the break-
through has a collar configured such that a cross section
facing the interior of the housing is larger than an opening
cross section facing the reservoir.

7. The device according to claim 1, wherein the actively
actuated element is operatively configured to close the outlet
opening of the reservoir when inactive.

8. The device according to claim 1, wherein the actively
actuated element is operatively configured to be activated at
predefined time intervals to discharge the condensate in the
reservoir.

9. The device according to claim 1, wherein the actively
actuated element is a pump having an inlet coupled to the
outlet opening of the reservoir.

10. The device according to claim 9, wherein the pump is a
windshield wiper water pump.

11. The device according to claim 1, wherein the actively
actuated element is a valve operatively configured to open the
outlet opening of the reservoir upon activation, the valve
being arranged at a bottom in the reservoir and, upon deacti-
vation, the valve closes the outlet opening.

20

40

45

8

12. The device according to claim 11, wherein the valve is
a magnetically operated valve.

13. The device according to claim 11, wherein a valve
tappet of the valve rests against a seal surrounding the outlet
opening when the valve is deactivated.

14. The device according to claim 1, wherein the technical
component is a power storage module for the motor vehicle.

15. A motor vehicle, comprising:

a power supply device for the motor vehicle;

a housing configured to accommodate therewithin the
power supplying device of the motor vehicle, the hous-
ing being sealed-off from an environment;

areservoir formed in or on a floor of the housing, the power
supplying device resting on the floor of the housing, the
reservoir being configured to form a lowest point of the
floor in a predefined installation situation of the housing;

a cover separating the reservoir from an interior of the
housing, the cover having at least one breakthrough
forming an inlet for condensate accumulating in the
interior of the housing; and

an actively actuated element operatively configured to dis-
charge the condensate, the actively actuated element
being coupled to an outlet opening of the reservoir.

16. A device for discharging condensate for a motor

vehicle, comprising:

a housing configured to accommodate therewithin a tech-
nical component of the motor vehicle, the housing being
sealed-off from an environment;

a reservoir that: 1) is configured to store the condensate, ii)
is formed by a stamped depression on a floor of the
housing, and iii) is configured to form a lowest point of
the floor in a predefined installation situation of the
housing;

acover that is positioned above the lowest point of the floor
and that separates an interior of the reservoir from an
interior of the housing, the cover having at least one
breakthrough forming an inlet for the condensate that
accumulates in the interior of the housing; and

an actively actuated element operatively configured to dis-
charge the condensate, the actively actuated element
being coupled to an outlet opening of the reservoir,
wherein

the technical component of the vehicle rests on the floor of
the housing.



